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NILES 


DPS-1 

HOOKUP S OPERATING INSTRUCTIONS 

INTRODUCTION 

The DPS-1 enables you to select the output of either of two amplified audio 
sources such as a hi-fi receiver or a component television. The selected 
source can then be listened to on a common (shared) pair of loudspeakers . 

Conversely, the output o£ a single amplifier can be listened to on either 
of two pairs of loudspeakers. 

CONNECTING THE DPS-1 TO YOUR AMPLIFIERS 

Refer to the illustration on the reverse side for details. 

Connect the DPS-1 to the speaker output terminals of each amplifier. The 
DPS-1 "s terminal blocks will accomodate up to 14 gauge wire or High 
Definition speaker cables terminated with pins. Connect one end of each, 
wire to the appropriate terminal on each amplifier and the other end to the 
appropriate terminal on the DPS-1. 

The proper way to connect wires to the DPS-1 is as follows: 

1) Strip h" of Insulation (no more) from each wire that connects to 
the DPS-1 terminal block. 

2) Twist the loose ends tightly together and insert into the 
appropriate hole on the rear of the terminal block. 

3] With a small slotted blade screwdriver, tighten the set screw in the 
terminal block above each wire. 

IMPORTANT 

BE SURE TO OBSERVE PROPER PHASING. THAT IS, CONNECT THE POSITIVE {>) 
TERMINAL OF EACH AMPLIFIER CHANNEL TO THE CORRESPONDING POSITIVE (-) 
TERMINAL OF THE DPS-1. LIIEWISE, CONNECT THE NEGATIVE (-) TERMINAL OF EACH 
AMPLIFIER CHANNEL TO THE CORRESPONDING NEGATIVE" (-) TERMINAL 0? THE DPS-lr - 

CONNECTING THE DPS-1 TO YOUR LOUDSPEAKERS 

As in the steps above, connect your loudspeakers to the DPS-1 rear panel 
terminal block. BE SURE TO OBSERVE PROPER PHASING Cpositive to positive, 
negative to negative) . Also remember to remove only h" of insulation from 
the end of the soeaker wire that connects to the terminal blocks on the 
DPS-1 . 

OPERATION 

Operation couldn't be easier. Just depress the A-B button corresponding to 
the source you wish to hear. 
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